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u S E R V I C E  NOTE 175A-14 

hp Model 175A Osc i l lo scope  
S e r i a l  Numbers 633-04850 and Below 

Improved Tr igge r ing  S t a b i l i t y  

T h i s  S e r v i c e  Note o b s o l e t e s  Se rv ice  Note 175A-13. 

Model 175A t r i g g e r i n g  may be improved by u t i l i z i n g  more s t a b l e  
components i n  the t r i g g e r  c i r c u i t .  Poten t iometer  R120 and r e s i s t o r  
R118 can  be changed t o  elements w i t h  lower temperature  c o e f f i c i e n t s  
which s i g n i f i c a n t l y  improve t r i g g e r  s e n s i t i v i t y  s t a b i l i t y ,  

P a r t s  Required 

Quant i ty  

1 
1 

Desc r ip t ion  

Potent iometer  
R e s  i s  t o r  

hp P a r t  No. 

2100-17 68 
0698-6047 

A f t e r  r e p l a c i n g  R118 and R120, t u r n  t h e  Model 175A power on, a l low 
a t  least 15 minutes f o r  temperature  s t a b i l i z a t i o n ,  and perform t h e  
Tr igge r  S e n s i t i v i t y  and Symmetry Adjustment, paragraph 5-50 i n  the 
Operat ing and Se rv ice  Manual. 

Change the Replaceable  P a r t s  L i s t  i n  your hp Model 175A Operat ing and 
Se rv ice  Manual t o  inco rpora t e  the above changes, 
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